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Submersible Turbine Pump  Controllers

STP-SCI Single-Phase Smart Controller

Notes: 1. SCI models are compatible with all single-phase FE Petro submersibles and competitive makes. 
2. One SCI required per submersible. Relay rated for 30 Amps (up to 2 hp).
3. SCI models are not compatible for use in master/slave configurations with STP-SC models.

*When purchasing STP-SCI or STP-DHI-SCI in equal quantities of fixed speed 4" STPs, the STP-SCI or STP-DHI-SCI will be invoiced 
at special discount pricing.

Part Number Description
402312921 STP-DHI-SCI, combo DHI with factory wired STP-SCI (when purchased with a 4" STP)

402312921 STP-DHI-SCI, combo DHI with factory wired STP-SCI (when purchased without a 4" STP)*

5800100215 STP-SCI, single-phase smart controller (when purchased with a 4" STP)*

5800100215 STP-SCI, single-phase smart controller (when purchased without a 4" STP)

STP-SCI Single-Phase Smart Controller Standalone Wiring Diagram
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Note: See product installation instructions for further details.  Wiring must conform to all federal, state and local codes. Control panels 
are for non-hazardous indoor use only.
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NOTE: SEE INSTALLATION AND OWNER’S MANUAL FOR FURTHER 
DETAILS OF SWITCH SETTINGS AND STP-SCI CALIBRATION 
PROCESS.
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