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Service Parts List
Item Description Part Number

1 Packing 271880
2 Grease Tube Assembly 271882
3 Flexible Hose 30” w/Gasket 1230
4 Coupler 5852
5 Follower Assembly Kit 286089
6 Handle Kit 286090
7 Rod, Follower Kit 286091
8 Hose Clip Kit 286092
9 Handle Assembly Kit 286094

10 Trigger Kit 286095
11 Terminal Assembly Kit 286096
12 Gear Selector Kit 286097
13 Circuit Breaker Kit 286098
14 Handle Kit 286099
15 Handle Hardware Kit 286100
16 Decal Kit 286101
17 Battery 14.4 V 1401
18 Pump Assembly Kit 286102
19 Check Valve Kit 271885
20 Vent/Bulk Fill Valve Kit 286134
21 Motor with Plate Kit 286103
22 Gear Set Kit 286104
23 Pump Hardware Kit 286105
24 Cover Pump Kit 286106
25 Yoke Kit 286107
26 Stroke Indicator Kit 286108
27 Plunger Kit 286109
28 Seal 271889
29 Stud Kit 286110
30 Roller Kit 286111
31 Housing Pump with Bearing Kit 286112
32 Spring Selector Kit 286113
33 Coupler Cap kit 286093
-- Charger 1410 or 1410E

©

© Indictes 
change
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TO EXPEL AIR POCKETS©
1. Withdraw the follower rod from the grease 

tube assembly cap and engage it with the 
follower by rotating the follower handle.

2. Unscrew the vent/bulk fill valve two turns.  
Exert force on the follower handle until 
grease flows through the opening in the 
vent/bulk fill valve.

3.  Tighten the vent/bulk fill valve.
4. Pull the trigger in short bursts to operate 

gun until trapped air is expelled. Disen-
gage the follower rod from the follower 
by rotating the follower handle. Push the 
follower rod into the grease tube assembly.

5.  If step 2 fails, unscrew the grease tube 
assembly 1-1/2 turns from the pump as-
sembly.

6.  Exert force on the follower handle until 
lubricant oozes from the grease tube as-
sembly and pump assembly interface.

7. Tighten grease tube assembly into the 
pump assembly.   Disengage the follower 
rod from the follower by rotating the fol-
lower handle.  Push the follower rod into 
the grease tube assembly.

CHARGER OPERATION

CHARGING THE BATTERY PACK 
Before using your PowerLuber for the first 
time, the battery pack should be charged for 
12 hours. If the battery pack is installed in the 
PowerLuber, remove it by following instructions 
under.

CHARGING PROCEDURE
Make sure power circuit voltage is the same 
as that shown on the charger specification 
plate, Connect charger to power source.

1. Plug the charger into an appropriate outlet 
before inserting battery pack.

2. Insert the battery pack into the charger.  The 
red (charging) light will blink continuously 
indicating that the charging process has 
started.

3. The completion of charge will be indicated 
by the red light remaining ON continuously.  
The pack is fully charged and may be used 
at this time.

4. The battery pack may be left on the trickle 
charge until you are ready to use.

5. Disconnect charger from power source when 
not in use.

CHARGE INDICATORS
The charger is designed to detect certain 
problems that can arise with battery packs.  
Problems are indicated by the red light flashing 
at a fast rate.  If this occurs, re-insert battery 
pack into the charger.  If the problem persists, 
try a different battery pack to determine if the 
charger is O.K.  If the new pack charges cor-
rectly, then the original pack is defective and 
should be returned to a service center or other 
collection site for recycling.  If the new battery 
pack elicits the same trouble indication as the 
original, have the charger tested at an autho-
rized service center.

LEAVING THE BATTERY PACK IN THE 
CHARGER
The charger and battery pack can be left con-
nected with the red light glowing indefinitely.  
The charger will keep the battery pack fresh 
and fully charged.
NOTE: A battery pack will slowly lose its charge 
when kept out of the charger.  If the battery 
pack has not been kept on maintenance 
charge, it may need to be recharged before 
use.  A battery pack may also slowly lose its 
charge if left in a charger that is not plugged 
into an appropriate AC source.

As a battery pack approaches the discharged 
state, you will notice a sharp drop in tool perfor-
mance. When the tool is unable to perform the 
task at hand, it is time to recharge the battery 
pack. Recharging the battery pack before this 
condition is reached will reduce the total work 
life of the pack. Discharging the pack beyond 
this point can damage the pack.

NOTE: Battery temperature will increase during 
and shortly after use.  Batteries may not accept 
a full charge if they are charged immediately 
after use. Allow the battery pack to cool to room 
temperature before charging for best results.

CAUTION: Vent slots in top and bottom of 
charger must not be obstructed. Do not charge 
battery when temperature is BELOW 32° F (0° 
C) or ABOVE 104° F (40° C).

120 volts present at charging terminals.  Do 
not probe with conductive objects.  Danger 
of electric shock or electrocution.

INDICATOR LIGHT OPERATION

© Indicates change
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This manual contains important safety and 
operating instruction for Lincoln Model 1410 
or 1410E Battery Charger.

SAFETY INSTRUCTIONS FOR CHARGER AND BATTERIES 
SAVE THESE  INSTRUCTIONS

LENGTH OF CORD IN FEET (M) 25 (7.5) 50 (15) 100 (30) 150 (45)
 AWG SIZE OF CORD (mm²) 18 (1) 18 (1) 18 (1) 16 (1.5)

8.  Do not operate charger if it has received 
a sharp blow, been dropped, or otherwise 
damaged in any way, take it to a qualified 
serviceman.

9.  Do not disassemble charger or battery 
pack. Take it to a qualified serviceman when 
service or repair is required. Incorrect reas-
sembly may result in risk of electrical shock 
or fire.

10. Unplug charger from outlet before attempt-
ing any maintenance or cleaning to reduce 
risk of electric shock.

11. Charge the battery pack in a well venti-
lated place, do not cover the charger and 
battery with a cloth, etc., while charging.

12. Do not store the charger or battery packs 
in locations (such as a metal tool shed, or 
a car in the summer) where the tempera-
ture may reach or exceed 122° F (50° C) 
, which can lead to deterioration of the 
storage battery.

13. Do not charge battery pack when the 
temperature is BELOW 32° F (0° C) or 
ABOVE 104° F (40° C). This is very impor-
tant for proper operation.

14. Do not incinerate battery pack It can 
explode in a fire.

15. Do not charge battery in damp or wet loca-
tions.

16. Do not attempt to charge any other cord-
less tool or battery pack with the Lincoln 
Model 1410 or 1410E charger.

17.  Do not short across the terminals of the 
battery pack. EXTREMELY HIGH TEM-
PERATURES COULD CAUSE PERSON-
AL INJURY OR FIRE.

18.  Dispose of expended batteries properly. 
The Lincoln Model 1401 Battery Pack con-
tains rechargeable, nickel-cadmium bat-
teries. These batteries must be recycled 
or disposed of properly. Drop off expended 
battery packs at your local replacement 
battery retailer, or your recycling center. 

 Users in the United States NOTE:
 Applicable fees for the collection and recy-

cling of these batteries have been paid to 
the RBRCTM.  For further information, call 
1-800-8BATTERY.

1.  Before using a battery charger, read all 
instructions and cautionary markings 
on Battery Charger, Battery Pack, and 
product using battery.

2.  CAUTION: To reduce the risk of injury, 
Lincoln Model 1410 or 1410E Chargers 
should only be used to charge Lincoln 
battery pack Model 1401. Other types of 
batteries may burst causing personal in-
jury and damage. Do not charge Lincoln 
Model 1401 Battery Packs with any other 
charger.

3.  Do not expose charger to rain, snow or 
frost.

4.  Do not abuse cord. Never carry charger 
by cord or yank it to disconnect from 
receptacle. Pull by plug rather than 
cord when disconnecting charger. Have 
damaged or worn power cord and strain 
reliever replaced immediately.  DO NOT 
ATTEMPT TO REPAIR POWER CORD.

5.  Make sure cord is located so that it will 
not be stepped on, tripped over, or other-
wise subjected to damage or stress.

6.  Do not use an extension cord unless 
absolutely necessary. Use of improper 
extension cord could result in a risk of fire 
and electric shock. If an extension cord 
must be used, make sure:

 A  That the extension cord is properly wired 
and in good electrical condition.

 B  Wire Size of cord is at least as specified 
in following chart:

Risk of Electric Shock 120 VAC or 240 VAC 
present at charger terminals.  Do not probe 
with conductive objects.  Do not charge 
damaged battery.  Replace immediately.

 C  If an extension cord is to be used out-
doors it must be marked with the suffix 
W-A following the cord type designations. 
For example -SJTW-A to indicate it is 
acceptable for outdoor use.

7.  Do not operate charger with damaged 
cord or plug. Have them replaced im-
mediately, to avoid a hazard DO NOT 
ATTEMPT TO REPAIR POWER CORD.



Page Number - 12

Model 1400, 1440, 1442, 1442E, 1444, 1444E 
PowerLuber Grease Gun

Form 402103

Figure 5

Important Charging Notes
1.  Longest life and best performance can be 

obtained if the battery pack is charged when 
the air temperature is between 65° F and 
75° F (18° - 24° C).  DO NOT charge the 
battery pack in an air temperature below 
+40° F (+4.5° C) or above 105° F (+40.5° 
C).  This is important and will prevent seri-
ous damage to the battery pack. 

2.  The charger and battery pack may become 
warm to the touch while charging.  This is 
a normal condition, and does not indicate a 
problem.

3.  If the battery pack does not charge properly:
a. Check current at receptacle by plugging 

in a lamp or other appliance.
b. Check to see if the receptacle is con-

nected to a light switch which turns power 
off when you turn out the lights.

c. Move charger and battery pack to a loca-
tion where the surrounding air tempera-
ture is approximately 65° F - 75° F (18 
- 24° C).

d. If charging problems persist, take the 
tool, battery pack and charger to your 
local service center.

4. The battery pack should be recharged when 
it fails to produce sufficient power on jobs 
which were easily done previously.  DO NOT 
CONTINUE to use under these conditions.  
Follow the charging procedure.  You may 
also charge a partially used pack whenever 
you desire with no adverse affect on the 
battery pack.

5. Under certain conditions, with the charger 
plugged into the power supply, the exposed 
charging contacts inside the charger can 
be shorted by foreign material.  Foreign 
materials of a conductive nature such as, 
but not limited to, steel wool, aluminum foil, 
or any buildup of metallic particles should 
be kept away form charger cavities.  Always 
unplug the charger from the power supply 
when there is no battery pack in the cavity.  
Unplug charger before attempting to clean.

6. Do not freeze or immerse charger in water 
or any other liquid.

Don’t allow any liquid to get inside charger.  
Electric shock may result.  To facilitate the 
cooling of the battery pack after use, avoid 
placing the charger or battery pack in a 
warm environment such as a metal shed or 
an uninsulated trailer.

Never attempt to open the battery pack for 
any reason.  If the plastic housing of the 
battery pack breaks or cracks, return to a 
service center for recycling.

1401 
Battery

1410 or 1410E
Battery Charger
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TROUBLESHOOTING
Condition Possible Cause Corrective Action
Motor fails to run. - Battery needs charging. Recharge battery.

- Faulty wiring to motor. Remove battery, disassemble handle and

check wiring for loose connection.
PowerLuber fails to dispense grease. - Grease tube assembly is out of grease. Check that grease tube assembly has grease.

- Loss of prime. Repeat priming operation.

- Ball check item 19 is not functioning. Remove Items 19 and clean and

inspect ball seat area.
PowerLuber continues to lose prime. - Air may be trapped in several locations Empty grease tube assembly, refill and 

  in container after bulk filling. repeat priming instructions.

- Follower may be binding in grease Replace grease tube assembly Item 2.

  tube assembly.
Battery fails to take a charge. - Charger may not have power. Check that receptacle has power.

- Battery may be bad. Replace battery.




