























BALL VALVE 141-4

DESCRIPTION

The Model 141-4 Ball Valve is a Y4-turn shutoff device
used for isolating the pilot system from the main
valve. They are extremely useful for performing

routine maintenance and troubleshooting.

Ball valves are standard on water service valves;
optional on fuel service valves.

MATERIAL PART INLET/OUTLET A B C USED ON
NUMBER (NPT) VALVE SIZE*
Bronze 680100 3/8 13/4 31/2 | 17/8 1 %"-6"
Bronze 680101 1/2 2 31/2 | 21/4 8"-10"
Bronze 680102 3/4 3 434 |[21/4 12"-16"
Stn. Steel 680700 3/8 2 334 |21/8 1%"-6"
Stn. Steel 680701 1/2 21/4 1 334 |121/2 8"-10"
Stn. Steel 680702 3/4 3 434 [21/4 12"-16"
sc“EMA“c The Model 141-4 Ball Valve is

SYMBOL

shown on OCV Valve

Schematics as:

EXAMPLE: Shown here on a
MODEL 127-4 Pressure
Reducing / Check Valve.
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VALVE POSITION INDIGATOR 190

DESCRIPTION

The Model 155 Visual Indicator is a device that enables the user to determine the extent of
opening of a control valve. It consists of an adaptor threaded into the center port of the

MODEL 155 MATRIX

valve bonnet, a rod threaded into the main valve stem, a sealing O-ring, and a protective
clear plastic housing. The indicator rod moves as the valve opens and closes. It may be
installed on virtually any OCV control valve, and can be done so without any disassembly

of the valve itself.

WHERE USED - Standard on Series 94 Check Valves, Series 3330 Altitude Valves, and
Series 22 Digital Control Valves. Optional on any other valve not employing a limit switch

or position transmitter.

MATERIAL | PARTNO. | PARTNO. VALVE
BRASS\ | (STAINLESS| TRAVEL
ADAPTOR) | ADAPTOR) | (FULL STROKE)
11/4"-11/2"| 255100 255700 3/8"
2" 255100 255700 112"
21/2" 255100 255700 3/4"
3" 255100 255700 10
4" 255101 255701 13/8"
N 6" 255102 255702 112"
vl g8"-10" 255103 255703 212"
o =
<l 12" 255104 255704 3" m
<5 14" -16" 255105 255705 31/2", 4"
© ; & 24" 255100 255709 6" HB
; 7 Sl —
v TEM | DESCRIPTION
1 O-Ring =
2 Housing =
3 Bushing i——
4 Adaptor “
5 Stem “
1) P—
Indicator Rod: Monel
The Model . N f—vy
155 is shown apier: fass (sid.), [— ]
Stainless Steel o n—
on OCV Valve st —
Schematic (optional) o —
as: :
Housing: Butyrate (1 14" - 6") g
B Acrylic (8" and larger) =
EXAMPLE: Shown here on 0-Ring: Viton® (std.)
a Model 94-1 Check Buna-N, EPDM [~ L]
Valve i
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Glohal performance. Personal touch.
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