


DOUBLE-WALL, FIBERGLASS TANK SUMP MODELS
ROUND (RTS) LENGTH POLYGON (PTS) LENGTH

WWaatteerrttiigghhtt ((WWTT)) OOppeenn--TToopp ((OOTT)) ((LL)) WWaatteerrttiigghhtt ((WWTT)) OOppeenn--TToopp ((OOTT)) ((LL))

DW RTS (WT) 42-2 DW RTS (OT) 42-2 0’ DW PTS (WT) 42-2 DW PTS (OT) 42-2 0’

DW RTS (WT) 42-3 DW RTS (OT) 42-3 1’ DW PTS (WT) 42-3 DW PTS (OT) 42-3 1’

DW RTS (WT) 42-4 DW RTS (OT) 42-4 2’ DW PTS (WT) 42-4 DW PTS (OT) 42-4 2’

DW RTS (WT) 42-5 DW RTS (OT) 42-5 3’ DW PTS (WT) 42-5 DW PTS (OT) 42-5 3’

DW RTS (WT) 42-6 DW RTS (OT) 42-6 4’ DW PTS (WT) 42-6 DW PTS (OT) 42-6 4’

DW RTS (WT) 48-2 DW RTS (OT) 48-2 0’ DW PTS (WT) 48-2 DW PTS (OT) 48-2 0’

DW RTS (WT) 48-3 DW RTS (OT) 48-3 1’ DW PTS (WT) 48-3 DW PTS (OT) 48-3 1’

DW RTS (WT) 48-4 DW RTS (OT) 48-4 2’ DW PTS (WT) 48-4 DW PTS (OT) 48-4 2’

DW RTS (WT) 48-5 DW RTS (OT) 48-5 3’ DW PTS (WT) 48-5 DW PTS (OT) 48-5 3’

DW RTS (WT) 48-6 DW RTS (OT) 48-6 4’ DW PTS (WT) 48-6 DW PTS (OT) 48-6 4’

MODEL

42”
Dia.

Models

48”
Dia.

Models

CSI Offers 42” and 48” diameter Tank
Sumps in round (RTS) and polygon 
(PTS) models . . .

Watertight Lids (WT) are typically used at the sub-

mersible turbine end of the tank when access is

infrequent and the area must be water and vapor

tight. This 32” OD lid is made of rigid fiberglass and

is locked into place by simply standing on the lid.

CSI does not use metal parts that may corrode and

weaken over time.

Open-Top (OT) models are available at the fill-end of

the tank when multi-port manholes are used. CSI

offers various shroud adapter sizes to accommodate

the most popular manhole water shrouds. 

PRODUCT DESCRIPTION EXAMPLE:
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Watertight Lid Model

Open-Top Model


