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Replacement Parts 

Product  Product #   O.D.    Length   Weight    Used On   

    in.  mm. in.  mm. lbs.  kg.     

Two-Piece 

Spout Kit  

5BBI-2135  15/16"  24  7"  178  0.47  0.22  11B-

Leaded  

 

Two-Piece 

Spout Kit  

5BBPI-2137  13/16"  21  7"  178  0.47  0.22  11BP-

Unleaded  

 

Hold-Open 

Kit  

18KVA-1000  (36 qty.) 2 

position w/rivets  

          11B/11BP   

Hold-Open 

Kit  

18KR-3000  (1 qty.) 2 position 

w/screws  

          11B/11BP   

Bushing  28S-0350  3/4"M x 1"F 

(NPT) Step-Up  

          11B/11BP   

Hand 

Insulator  

See Nozzle 

Accessories  

Replacement 

Hand Insulator  

          11B/11BP   
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Leaded, Diesel, Kerosene 
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Unleaded 

  



  

NOTES & WARNINGS 

NFPA 30-A Automotive and Marine Service Station Code (9-1.2.1) 

At any installation where the normal flow of product may be stopped other than by the hose nozzle 

valve, such as at prepay stations, the system shall include listed equipment with the feature that 

causes or requires the closing of the hose nozzle valve before product flow can be resumed, or 

before the hose nozzle valve can be replaced in its normal position in the dispenser; or the nozzle 

valve shall not be equipped with a latch-open device. 

WARNING 

Do not use OPW 11A nozzles with a hold-open device at installations (such as pre-pay) where the 

normal flow of product may be stopped or started by means other than with the nozzle valve.  Use the 

OPW 11B or the OPW 11A without a hold-open device.  Failure to comply is a violation of NFPA 

Code 30-A, and may create a hazardous condition.  Use of foreign objects to hold open automatic 

nozzles could result in shut-off failure and personal injury.   

NOTE 

See OPW's Website at: www.opw-fc.com for product instruction sheets, trouble-shooting guides, 

how-to-use guide and to view Do's and Don'ts at the Gas Pump video.   

  



  




